Complete SMT Solution
Clean Room Compatible

Quality. Reliability. Efficiency.
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Mx200 Series

- Cost effective mounter
- Single Gantry & Single Conveyor

Mx200 Series Specifications.

Mx200 \ Mx200P ] Mx200L | Mx200LP
23,000 17,000 23,000 17,000
21,000 15,000 21,000 15,000
oM M +1P M M+ 1P
410 x 460 x 5.0 680 x 460 x 5.0
680 x 460 x 5.0 1,200 x 460 x 5.0
8OEA (40x2) 100EA (50x2)
1,200 x 1,900 x 1,500 1,450 x 1,900 x 1,500
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SMT Solutions
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:: Sample SMT Lines (Standard PCB / F-PCB Line)

SMT Line 1 _ 36,000 CPH (IPC-9850 Standard)
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Loader printer MR20L MR20LP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 900 4,308 2,090 13,338
Weight (kg) 180 1,200 1,700 1,700 100 2,000 200 7,080

SMT Line 2 _ 57,000 CPH (IPC—9850 Standard)
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Loader Printer MR40L MR40LP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 900 4,308 2,090 13,338
Weight (kg) 180 1,200 2,000 2,000 100 2,000 200 7,680
SMT Line 3 _ 114,000 CPH (IPC—9850 Standard)
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Loader Printer MR40L MR40L MR4OLP Work Table Reflow Oven Unloader Total
Length (mm) 1,490 1,570 1,490 1,490 1,490 900 4,308 2,090 14,828
Weight (kg) 180 1,200 2,000 2,000 2,000 100 2,000 200 9,680

Sample SMT Lines (Large PCB Line)

LED Line_57,000 CPH (IPC-9850 Standard)
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Loader Printer MR40L MR20LP Work Table Reflow Oven Unloader Total
Length (mm) 1,710 1,650 1,490 1,490 900 4,308 2,090 13,638
Weight (kg) 240 1,400 2,000 1,700 100 2,000 200 7,640

LCD Module Line_114,000 CPH (IPC—-9850 Standard)
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Loader Printer MR40L MR40L MR40LP Work Table Reflow Oven Unloader Total
Length (mm) 1,710 1,650 1,490 1,490 1,490 900 4,308 2,510 15,548
Weight (kg) 240 1,400 2,000 2,000 2,000 100 2,000 260 10,000

¥ The above specifications are subject to change without notice,
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:++ Mx Series Specifications

Item Mx100 Mx100P ’ Mx100LP ’ Mx200 ‘ Mx200P
: " . 16,000 CPH ) 23,000 CPH 17,000 CPH
Optimal Condition Chip (1005) (0.225sec/chip) 9,200 CPH (0.391sec/chip) (0.157sec/chip) (0.212sec/chip)
. 14,000 CPH " 21,000 CPH 15,000 CPH
e %so Crip {100 (0.257sec/chip) E000 P (0.450ecc/ chle) (0.171sec/chip) (0.240sec/chip)
Standard CPH
QFP 208 N/A 2,400CPH N/A 1,200CPH
Chip (30 ) 0.050mm
Placement
Accuracy
QFP (30 ) N/A 0.025mm N/A 0.025mm
s 4 Module
Number of Heads 4 Module 2 Precision 6 Module A Preaion
¢ : 5 et s 3 Module : 10mm,
Maximum Component Height Module : 10mm Precision : 20mm Module : 10mm Precision : 18mm
Component Range s ~ Op*
(FOV 24mm) Single FOV 0603 ~ 24*18mm
Single FOV N/A 42*32mm N/A 42*32mm
Component Range
(FOV 36mm)
Multiple FOV N/A ~ O 50mm, 90*30mm N/A ~ O 50mm, 90*30mm
FOV 24mm Camera 0.30mm
Minimum
Lead Pitch
FOV 36mm Camera N/A 0.38mm N/A 0.38mm
Minimum 50 x 50 x 0.4mm
. 410 x 460 x 5.0mm / 680 x 460 x
s o Single Lane 410 x 460 x 5.0mm 680 x 460 x 5.0mm 5,0mm(Option)
(LxWxT)
Dual Lane -
Weight (max.) 2.0kg
Conveyor Width Adjustment Manual Width Adjustment / Automatic Width Adjustment (Option)
Standard 40EA (40x1) 50EA (50x1) 80EA (40x2)
Feeder Slot Option 1 80EA (40x2) 100EA (50x2) N/A
Option 2 N/A 40EA / TF5 50EA / TF5 N/A 40EA / TF5
Monitor & Operation Panel Front Only Front Standard / Rear (Option)
Power Requirements 3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415 / 430 [V],, 50/60Hz
Power Consumption Approx. 3 KVA
Air Pressure 0.54Mps
Air Consumption Approx. 130NI/min Approx. 90NI/min Approx, 90NI/min Approx. 180NI/min Approx, 160NI/min
Weight Approx. 1,200Kg

Dimension (L x W x H), Cover Only

1,200 x 1,900 x 1,500mm
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Mx200L Mx200LP ‘ Mx200LED ‘ Mx400 Mx400P Mx400P(2) ‘ Mx400L ‘ Mx400LP Mx400LP(2)
23,000 CPH 40,000 CPH 17,000 CPH 46,000 CPH 40,000 CPH 25,000 CPH 46,000 CPH 40,000 CPH 25,000 CPH
0.157sec/chip) | (0.082sec/chip) | (0.212sec/chip) | (0.078sec/chip) = (0.090sec/chip) = (0.144sec/chip) | (0.078sec/chip) | (0.090sec/chip) = (0.144sec/chip)
21,000 CPH 38,000 CPH 15,000 CPH 42,000 CPH 31,000 CPH 22,000 CPH 42,000 CPH 31,000 CPH 22,000 CPH
(0.171sec/chip) = (0.087sec/chip) | (0.240sec/chip) | (0.086sec/chip) = (0.116sec/chip) | (0.1646sec/chip) | (0.086sec/chip) | (0.116sec/chip) | (0.1646sec/chip)

N/A 1,200CPH N/A N/A 3,500CPH 7,000CPH N/A 3,500CPH 7,000CPH
0.050mm
N/A 0.025mm N/A N/A 0.025mm N/A 0.025mm
6 Module 6 Module A Module 6 Module 6 Module 3 Precision 6 Module 6 Module 3 Precision
+ 6 Precision + 6 Module + 3 Precision + 3 Precision + 6 Module + 3 Precision + 3 Precision
E Module : 10mm, g Module : 10mm, ga Module : 10mm, s
Module : 10mm Precision : 18mm Module : 10mm 10mm Precision : 20mm Precision : 20mm 10mm Precision : 20mm Precision : 20mm
0603 ~ 24*18mm
N/A 42*32mm N/A N/A 42*32mm N/A 42*32mm
~ O 50mm, - -
N/A 90*30mm N/A N/A O 50mm, 90*30mm N/A O 50mm, 90*30mm
0.30mm
N/A 0.28mm N/A N/A 0.38mm 0.38mm N/A 0.38mm 0.38mm
50 x 50 x 0.4mm
680 x 460 x 5.0mm / 1,200 x 460 x 5.0mm(Option) 410 x 460 x 5.0mm / 680 x 460 x 5.0mm(Option) 680 x 460 x 5.0mm / 1,200 x 460 x 5.0mm(Option)
- 410 x 250 x 5.0mm / 680 x 250 x 5.0mm(Option) 680 x 250 x 5.0mm / 1,200 x 250 x 5.0mm(Option)

2.0kg
Manual Width Adjustment 2 5
/ Automatic Width Adjustment (Option) Atomatic: Widthy Aclustment
100EA (50x2) 80EA (40x2) 100EA (50x2)
N/A N/A
N/A 40EA / TF5 40EA / TF5 N/A SEA/TS | it 2oen
50EA N/A
/ TF5 + 20EA
Front Standard / Rear (Option) Front & Rear
3 phase 200 / 208 / 220 / 230 / 240 / 380 / 400 / 415 / 430 [V], 50/60Hz
Approx. 3 KVA Approx. 5 KVA
0.54Mps
Approx. Approx, Approx. Approx., Approx. Approx. Approx, Approx. Approx.
180NI/min 110NI/min 130NI/min 300NI/min 240NI/min 200NI/min 300NI/min 240NI/min 200NI/min
Approx, 1,300Kg Approx. 1,550Kg Approx. 1,700Kg

1,450 x 1,900 x 1,500mm

1,200 x 1,900 x 1,500mm

1,450 x 1,900 x 1,500mm

* The above specifications are subject to change without notoce,
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Our Contacts

909-17th Ave S.W., Suite 400, 4th Floor, Calgary,
AB, T2T 0A4, CANADA.

Tel: +1 (587) 332 6829 , Fax: +1 (587) 332 6830
General Information : info@agnotex.com

Technical Consulting : agnotex@agnotex.com
Sales : sales@agnotex.com



